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BECOSTOP AKF
BECOSTOP AKF is a upstand element with a welded-in metal 
waterstop for creating upstands in the fl oor/wall area.

Advantages
• easy installation
• ready to install
• no formwork removal

Product combinations
Shuttering units
BECOSTOP

Technical specifi cations

Specifi cation: Ready-to-install upstand element with welded-in 
metal waterstop, including overlap coating and 
clamps.

Metal 
waterstop:

Bright steel S235
width 250x1.5 mm (up to 0.3 bar according to 
WU guidelines)
width 300x1.5 mm (up to 1.0 bar according to 
WU guidelines)

Coating: Butyl sealing tape, 100 mm

Materials: Fine-mesh expanded metal, bright steel, smooth 
round steel, butyl rubber

Dimensions: Unit length L = 2250 mm
Installation width W = 150 mm
Upstand height = H/2
metal waterstop length = 2350 mm
Installation height ( joint sheet) H = 250, 300 mm

Occupational Safety
Wear safety gloves during the installation.

Assembly instruction
Place the BECOSTOP AKF upstand element on the reinforcement and 
secure it with tie wire. The metal waterstop of the elements must be 
overlapped by 100 mm at the ends and bonded together using the 
butyl adhesive (remove the protective fi lm). Secure the overlap joint 
by sliding on the supplied fi xing clips. When concreting the fl oor slab, 
the upstand in the area of   the expanded metal (half the height of the 
joint sheet/waterstop) will be fi lled with concrete.
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