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BECOSTOP DF-W
BECOSTOP DF-W is a formwork element for creating expansion 
joints including a holder for internal PVC waterstop and integrated 
joint insulation. The area of application includes the expansion joints 
in walls. The installation of the joint tapes can be carried out quickly 
and safely thanks to the integrated PVC waterstop holder. The 
expansion joint element enables the simultaneous concreting of two 
separate concreting sections.

Advantages
• easy installation
• time saving
• cost saving

Product combinations
Shuttering units
BECOSTOP DF, DF-D

Technical specifi cations

Specifi cation: Ready-to-install expansion joint element for 
on-site PVC waterstops B = 240/320 mm (stan-
dard), (other joint tape widths on request)

Materials: Fine-meshed expanded metal, smooth round 
steel , hard foam/mineral wool

Dimensions: Unit length L = 2250 mm
Installation height H = 250 - 1000 mm
Insulation = 20 mm

Occupational Safety
Wear safety gloves during the installation.

Assembly instruction
BECOSTOP DF-W expansion joint element is placed between the 
two wall formwork elements and supported against the spacer strips 
of the reinforcement of the 1 st wall section. The on-site joint tape is 
pushed into the joint tape holder until it stops. The reinforcement of 
the second wall section is then installed, and the formwork element is 
supported against with spacer strips of the reinforcement against the 
slipping when concreting. Concreting both adjacent wall sections to 
the element at the same time is recommended.
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